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National Cracking Clear

Description:

National Cracking Clear is formulated from nitrocellulose and
modified special resins. It provides on drying, an excellent
cracking decorative finish due to its inherent cracking
properties. It is fast drying, durable and color retentive coating.
Recommended Uses:

National Cracking Clear is ideally recommended for
wooden, steel and masonry surfaces.

Drying Time:

Touch Dry: 10 - 20 minutes.

Over Coating Time with Clear Coat: 3 - 4 hours.

Thinning:

For thinning, 20 - 30 % National Lacquer Thinner can be added.
Colors:

¢ Base Coat: Unlimited Colors.

» Top Coat: Clear, Matt Finish Coat.

Theoretical Spreading Rate:

6 - 8 m?/ litre depending on the film thickness.
Application Tools:

Conventional Spray, Airless Spray.

Surface Preparation and Application Method:

The surface should be dry and clean.
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Primer:

* Wooden, steel and masonry surfaces: Apply National
N.C. Primer Surfacer.

* Galvanized steel surfaces: Apply | coat of National
Wash Primer, followed by another coat of National N.C.
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« Level the surface with National N.C. Putty, then apply
National Primer Surfacer.
¢ Sanding should be done lightly between coats.
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Top Coat:

* Apply a coat of the desired color of National N.C.
Lacquer Top Coat and allow it to dry.

* Then apply National Cracking Clear, which will
automatically crack on drying.

« For better protection apply National N.C. Lacquer Clear

or Nationalthane Quick drying Clear.
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Note:
For further information please contact the Technical
Service Department.
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CRACKING CLEAR BROWN CRACKING CLEAR RED

CRACKING CLEAR BLACK CRACKING CLEAR BLUE

CRACKING CLEAR GOLD CRACKING CLEAR GREEN

National Paints takes no responsibilty for slight variations in color reproduction
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National Cracking Lacquer

CRACKING LACQUER BROWN CRACKING LACQUER RED
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CRACKING LACQUER GOLDEN CRACKING LACQUER GOLD - BLACK
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National Cracking Lacquer

Description:

National Cracking Lacquer is formulated from nitrocellulose
and special resins to give an excellent cracking finish. It is
fast drying, durable and color retentive coating.
Recommended Uses:

National Cracking Lacquer is ideally recommended as a
decorative finish for wooden, steel and masonry surfaces.
Drying Time:

Touch Dry: 15 - 30 minutes.

Over Coating Time with Clear Coat: 3 - 4 hours.

Thinning:

For thinning, 25 - 35% National Lacquer Thinner can be added.
Colors:

¢ Base Coat: Unlimited Colors.

» Top Coat: White, OFff - White and Black.

Theoretical Spreading Rate:

6 - 8 m? / litre depending on the film thickness.
Application Tools:

Conventional Spray, Airless Spray.

Surface Preparation and Application Method:

The surface should be dry and clean.

tduagll

@929 (ollly dadiag (bliall gy fuo oS Fusi)S dbsa*-b
oy dald Slainilyg jeliliugyiill Sale (e (9Siy dugh
-adiiie dus i) dvilgs adub

iy sagall S¥lagiw

ddiall alaw¥l jp<ial )< FsI)S Jligdls Jlosiuly (a9
linll alge adawulg « d33¥gallg

:walaadl

JABLSS P = 10 ipuelll aic

walel £ - rdaladll Adlgill dddall Jlosiw!

T
Y0 = 10 dyaniy )i ST Jligdils dilialy fuall B4835 (5Soy
1Ot

Olod¥! (50 8 S dcgann 1S (uns e

wgau¥lg siuasll au¥l (an¥l oglll ((Aaaiisll) SigS agi e
il duladill Jasa

dmall 3k dSlow Lo U3 aging yil /T aA- 1

:Eladiudl Silgal

(gl iyl SAlggll (il

slasiuw diiylag adawll yuand

Jlosiuw¥! (s Lilag lasas alawll (595 O wiag

Primer;

* Wooden, steel and masonry surfaces: Apply National
N.C. Primer Surfacer.

* Galvanized steel surfaces: Apply | coat of National
Wash Primer, followed by another coat of National N.C.

soulwd ddus

llad lisll alge adawly d3¥eall g dwudiall akawll e
Joussdyans a3 (5)) Jolabuagyis JUigdils (1o Ahslay

JUgdli (3o Baaly dshay lad :palasll 3¥5all Alawl e
() jolibwg)is Jlgdli (o (syal dlule @3 yauly Jhgg

Primer Surfacer. o Jaatsd pans paal 3
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« Level the surface with National N.C. Putty, then apply
National N.C. Primer Surfacer.
* Sanding should be done lightly between coats.
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Top Coati

* Apply a coat of the desired color of National N.C.
Lacquer Top Coat and allow it to dry.

* Then apply National Cracking Lacquer, which will
automatically crack on drying.

« For better protection apply National N.C. Lacquer Clear

or Nationalthane Quick Dry Clear.
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Note:
For further information please contact the Technical
Service Department.
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www.kbmtools.com

This product is available and
can be ordered from KBM
Tools.

Feel free to contact:

Al Khidma Bldg Mat Trading LLC KB MTB.ls
Al Zubair, Sajja.

Sharjah. United Arab Emirates
06 5361999
sales@kbmtools.com
www.kbmtools.com
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